BUCKETS
AND GROUND
ENGAGING TOOLS
FOR ALL MAKES OF
EXCAVATORS



Designed for Efficiency and Cost Reduction

Hensley is proud to offer a complete line of construction buckets for
hydraulic excavators. Our buckets are designed to work in various
applications and digging conditions to suit your needs.

Our TL & HTL buckets feature a flatter floor design for general
contractor use while our dual radius designed HP series buckets are for
more highly abrasive and prying applications.

Standard and high capacity buckets are . B “ﬁ ,afr'}}‘.'.i-:-f"‘ |
available in both styles and can be equipped .

with various tooth arrangements. Vertical
shrouds, strike-off and sidecutter
assemblies and other options are
available.
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For more information contact your local
Hensley dealer.

Protection & Accessories

XS G.E.T.






TL Bucket

High strength tube
upper structure

TL BUCKET

STANDARD FEATURES:

* TL profile for trenching & loading
applications

* High strength tube upper structure

*» 2-piece blade (T1)

* Flat bottom contour design

* Horizontal wear strips on bottom
and side wear kick plate

» Optional sidecutters, strike-offs
or weld-on vertical edge protectors
available

RECOMMENDED APPLICATIONS:
Dirt, Loam, Sand, Gravel, Loose Clay,
Abrasive Soils With Limited Rock
Mixture

HP Bucket

HEAVY DUTY PLATE LIP

Sidecutters
BUCKET WITH WEAR PLATE — :’ il
STANDARD FEATURES: kick plate

* Dual taper / dual radius design

* One piece blade (T-1)

* Side kick plate (400 BHN)

* Full bottom wear plate (400 BHN)
* One piece side plate

* Hook plate with lift eye g P

» Strike-off assemblies Y ~

e Lip (T-1) ' v, *a"\,'. :

* Formed beam upper structure / - .:*
Xs™

’
RECOMMENDED APPLICATIONS:
Abrasive Soils, Compact or Dense  G-E.T. System
Clay, Loose Rock and Gravel.




HPS Bucket

Formed beam upper
structure

HEAVY DUTY PLATE LIP
BUCKET WITH WEAR PLATE
AND WEAR STRIPS

STANDARD FEATURES: Sidecutters or
« Dual taper / dual radius design st
* One piece blade (T-1)

» Side kick plate (400 BHN)

* Full bottom wear plate (400 BHN)

* Horizontal wear strips (400 BHN)

* One piece side plate

* Hook plate with lift eye

» Strike-off assemblies

* Lip (T-1)

* Formed beam upper structure

RECOMMENDED APPLICATIONS:

Abrasive Soils, Compact or Dense
Clay, Loose Rock and Gravel.

| hPX Bucket One it EXTREME DUTY PLATE

blade (T-1) a8 LIP BUCKET WITH
Formed beam upper m
structure \C ]
.t |

o SPECIAL FEATURES
Sidecutters or

strike-offs

STANDARD FEATURES:
Side kick * Dual taper / dual radius design
plates * One piece blade (T-1)
(400 BHN) . ypper and lower side
kick plate (400 BHN)
* Full bottom wear plate (400 BHN)
* Horizontal wear strips (400 BHN)
* One piece side plate
* Hook plate with lift eye
« Strike-off sssemblies
* Lip (T-1)
* Formed beam upper structure
* Increased material thicknesses in
high wear areas
s ! , 74 » Cast heel wear shrouds
| ,,.C-”ﬁ" : fFY 7 comer " Optional Laminite® wear
— g™ A - oot resistant products

shrouds
RECOMMENDED APPLICATIONS:

Horizontal Shot Rock, Stratified Materials,
Full bottom wear  Wear strips Quarry or Tough, Highly Abrasive
T1 Lip plate (400 BHN) (400 BHN) Applications.
















